
A mode, 1/80 sec., F10, +0.3 EV, ISO 200, Auto white balance

Telephoto zoom

FE PZ 28-135mm F4 G OSS
SELP28135GG Lens

The first powered zoom for the 35mm full frame 
α Mount System for professional moviemaking

• Leading Sony optical technology supports high-quality 4K production

• E-mount moviemaking potential plus pro-class operation

• Quiet design allows shooting in a wider range of situations

Zoom



Spatial frequency
Max. aperture F8 aperture

R T R T
10 line pairs / mm
30 line pairs / mm

R: Radial values  T: Tangential values

Aspherical lens  ED glass

35mm-equivalent 
focal length (APS-C) 

Max. magnification

Dimensions (Dia x L) 

Weight (approx.)

42 – 202.5 mm

0.15 x
Min. Focus

Filter diameter

0.4 (Wide)–0.95 (Tele) m (AF/MF)

0.95 m (Full MF)

95 mm

105 x 162.5 mm

1215 g (Without tripod mount)
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Telephoto zoom

FE PZ 28-135mm F4 G OSS
SELP28135GG Lens Zoom



0,4 (Weit)-0,95 m (Tele) (AF/MF) / 0,95 m (Full MF)

BEFESTIGUNG

Sony E-Objektiv

FORMAT

35-mm-Vollformat

BRENNWEITE (MM)

28 - 135 mm

ÄQUIVALENTE 35-MM-BRENNWEITE (APS-C)

42 - 202,5 mm

ELEMENTE UND GRUPPEN

12/18

SICHTWINKEL (35 MM)

75°-18°

SICHTWINKEL (APS-C)

54°-12°

MAXIMALE BLENDENÖFFNUNG (F)

4

MINIMALE BLENDE (F)

22

BLENDENLAMELLEN

9

ZIRKULARE BLENDE

Ja

MINDESTFOKUSSIERABSTAND

MAXIMALE VERGRÖSSERUNG (X)

0,15fach

FILTERDURCHMESSER (MM)

95 mm

BILDSTABILISIERUNG (STEADYSHOT)

Optischer SteadyShot

ZOOMSYSTEM

Leistungsstarker Zoom / Manueller 
Zoom

ABMESSUNGEN (BXHXT)

105 x 162,5 mm

GEWICHT

1215 g (Ohne Stativanschluss)
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