
18mm, 25mm, 35mm, 50mm, 85mm

T1.5 CINEMA PRIME LENSES
Visionary Technologies for the Art of Cinematography

• Fast T1.5 T Stop

• Nearly zero focus breathing

• T1.5 through to T22 Iris range

• Use of aspherical elements and modern coatings,
exceptionally low chromatic abberation 

• Ground-up New Large Format Cinema Design

• Image circle of 46.7mm covers FF35 and beyond to
VistaVision format

• Clearly marked focus and Iris scales on both sides

• Consistent 114mm front outer diameter

• 112mm screw-in filter size

• Consistent length of lenses

• Consistent length of lens during focus pull

• 9 bladed Iris for rounded bokeh aesthetic

• No image shift in rack focus

• Robust high quality aluminum and brass construction materials

• Changeable mount with Shims available in PL, E, Sony E, and MFT

SPECIFICATIONS:

FEATURES:

FOLLOW US ONLINE

25ｍｍ 35ｍｍ 50ｍｍ 85ｍｍ
Mount PL EF MFT E PL EF MFT E PL EF MFT E PL EF MFT E

Focal Distance 25ｍｍ 35ｍｍ 50ｍｍ 85ｍｍ
Optical Structure 15 Groups 16 Elements 13 Groups 14 Elements 10 Groups 13 Elemeents 13 Groups 14 Elemeents

Image Circle 46.7mm 46.7mm 46.7mm 46.7mm

Minimum Focus Distance 0.35ｍ（13.8”） 0.41ｍ（16”） 0.48m （19” ） 0.95（37.5”）
Maximum Macro Magnification 1：7.80 1：7.81 1：7.01 1：9.92

Focus Mode Internal Focus System Internal Focus System Internal Focus System Internal Focus System

Aperture/Iris Blades 9 Blades 9 Blades 9 Blades 9 Blades

Depth of Field T1.5 T1.5 T1.5 T1.5

Filter Size 112ｍｍ 112ｍｍ 112ｍｍ 112ｍｍ

Overall Length 155mm 
（141mm）

155mm 
（149mm）

178mm 
(174mm)

181mm 
(175mm)

145mm 
（131mm）

145mm 
（139mm）

168mm 
(164mm)

171mm 
(165mm)

145mm 
（131mm）

145mm 
（139mm）

168mm 
(164mm)

171mm 
(165mm)

145mm 
（131mm）

145mm 
（139mm）

168mm 
(164mm)

171mm 
(165mm)

Diameter of Front Head 114mm 114mm 114mm 114mm

Maximum Diameter 114mm（Excluding Tripod Collar） 114mm（Excluding Tripod Collar） 114mm（Excluding Tripod Collar） 114mm（Excluding Tripod Collar）

Weight
2.19kg 2.27kg 2.32kg 2.36kg 1.95kg 2.03kg 2.08kg 2.12kg 2.11kg 2.19kg 2.24kg 2.28kg 2.15kg 2.23kg 2.29kg 2.32kg
4.83lbs

KG
LBS 5.0lbs 5.11lbs 5.20lbs 4.30lbs 4.48lbs 4.59lbs 4.67lbs 4.65lbs 4.83lbs 4.94lbs 5.03lbs 4.74lbs 4.92lbs 5.05lbs 5.11lbs



NEW  25mm T1.5
CINEMA PRIME LENSES
Visionary Technologies for the Art of Cinematography

• Fast T1.5 T Stop

• Nearly zero focus breathing

• T1.5 through to T22 Iris range

• Use of aspherical elements and modern coatings,
exceptionally low chromatic abberation 

• Ground-up New Large Format Cinema Design

• Image circle of 46.7mm covers FF35 and beyond to
VistaVision format

• Clearly marked focus and Iris scales on both sides

• Consistent 114mm front outer diameter

• 112mm screw-in filter size

• Consistent length of lenses

• Consistent length of lens during focus pull

• 9 bladed Iris for rounded bokeh aesthetic

• No image shift in rack focus

• Robust high quality aluminum and brass construction materials

• Changeable mount with Shims available in PL, E, Sony E, and MFT

SPECIFICATIONS:

FEATURES:

FOLLOW US ONLINE

25ｍｍ
Mount PL EF MFT E

Focal Distance 25ｍｍ
Optical Structure 15 Groups 16 Elements

Image Circle 46.7mm

Minimum Focus Distance 0.35ｍ（13.8”）
Maximum Macro Magnification 1：7.80

Focus Mode Internal Focus System

Aperture/Iris Blades 9 Blades

Depth of Field T1.5

Filter Size 112ｍｍ

Overall Length 155mm 
（141mm）

155mm 
（149mm）

178mm 
(174mm)

181mm 
(175mm)

Diameter of Front Head 114mm

Maximum Diameter 114mm（Excluding Tripod Collar）
2.19kg 2.27kg 2.32kg 2.36kgKG

4.83lbs 5.00lbs 5.11lbs 5.20lbsLBS
Weight


