
Broadcast Camera Li-ion Battery

95Wh/6.6Ah

95Wh/6.6Ah

146Wh/10.2Ah

146Wh/10.2Ah

220Wh/15.3Ah

220Wh/15.3Ah

最大输出功率 尺寸 净重

S-8082A

S-8082S

S-8110A

S-8110S

S-8180A

S-8180S

Gold mount

V-mount

Gold mount

V-mount

Gold mount

V-mount

14.4V

14.4V

14.4V

14.4V

14.4V

14.4V

134×88×54mm

134×88×52mm

165×90×53mm

165×90×51mm

165×90×68mm

165×90×66mm

710g

710g

940g

940g

1280g

1280g

Model Battery type Nominal voltage Capacity Max output Dimension Weight

Specifications

SWIT Electronics Co., Ltd. Tel: +86-25-85805753 Fax: +86-25-85805296 Email: contact@swit.cc http://www.swit.cc

D-tap DC output socket
4-level LED power indicator
Multiple circuit protections

◆

◆

◆

S-8082A, S-8110A, S-8180A: Gold mount

S-8082S, S-8110S, S-8180S: V-mount

Fast Charging

S-8082A/S  95Wh S-8110A/S  146Wh S-8180A/S  220Wh

Gold mount V-mount

70W,6A

70W,6A

100W,8A

100W,8A

140W,12A

140W,12A


