
1254 fc
13500 lx

3.3 ft
(1 m)

139 fc
1500 lx

9.8 ft
(3 m)

50 fc
540 lx

16.4 ft
(5 m)

13 fc
135 lx

32.8 ft
(10 m)

Distance

Daylight 5600K

1171 fc
12600 lx

3.3 ft
(1 m)

130 fc
1400 lx

9.8 ft
(3 m)

47 fc
504 lx

16.4 ft
(5 m)

12 fc
126 lx

32.8 ft
(10 m)

Distance

Tungsten 3200K

H A L F



2508 fc
27000 lx

3.3 ft
(1 m)

279 fc
3000 lx

9.8 ft
(3 m)

100 fc
1080 lx

16.4 ft
(5 m)

25 fc
270 lx

32.8 ft
(10 m)

Distance

Daylight 5600K

2341 fc
25200 lx

3.3 ft
(1 m)

260 fc
2800 lx

9.8 ft
(3 m)

94 fc
1010 lx

16.4 ft
(5 m)

23 fc
252 lx

32.8 ft
(10 m)

Distance

Tungsten 3200K

1 x 1



4599 fc
49500 lx

3.3 ft
(1 m)

511 fc
5500 lx

9.8 ft
(3 m)

184 fc
1980 lx

16.4 ft
(5 m)

46 fc
495 lx

32.8 ft
(10 m)

Distance

Daylight 5600K

4347 fc
46800 lx

3.3 ft
(1 m)

483 fc
5200 lx

9.8 ft
(3 m)

174 fc
1870 lx

16.4 ft
(5 m)

43 fc
468 lx

32.8 ft
(10 m)

Distance

Tungsten 3200K

2 x 1


