
#splitdiopter: Split filter, double focus
Focuses both fore- and background 

Diopter Split

Description
Precision-cut, semi-circular diopters mounted in a ring. Capture the fore-
ground with the diopter and the background through the uncovered half 
to get two planes of focus. 

Application
Attracts the viewer‘s attention to an object in the background while the 
main scene remains focused or vice versa. Creates moods unconscious to 
the viewer. Diopter Split is also ideal for shots in low light and/or indoors, 
as the iris does not need to be stopped down to increase depth of focus.

Key Features

- Creates second area of focus
- Usable in compatible matte boxes
- No exposure compensation
- Broadband coating (BBAR)

Sizes
138 mm Drop
4.5 inch Drop 
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Diopter Split

Filter Range

Tariff Code 
90022000

Country of Origin
Germany

North America  
East Coast:  +1 800 645 7239 
West Coast: +1 800 228 1254 
info@schneideroptics.com

Asia
+65 9488 0062
cheangv@schneiderkreuznach.com

Headquarters - Germany 
Jos. Schneider Optische Werke GmbH
Ringstraße 132
55543 Bad Kreuznach

Europe
+49 (0) 671 601 551
cine@schneiderkreuznach.com
www.schneiderkreuznach.com

Jos. Schneider Optische Werke GmbH is certified ISO 9001. We accept no responsibility for any errors and reserve the right of modification without further notice. 
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Stock Code Filter Type + Strength

1104742 CF Diopter Split + 1/4

1104744

1104743

1104745

1104746

Mount Weight (g)

138 mm Drop tbd

CF Diopter Split + 1/2

CF Diopter Split + 1

CF Diopter Split + 2

CF Diopter Split + 3

138 mm Drop

138 mm Drop

138 mm Drop

138 mm Drop

tbd

167.8

217.7

254.0

1106453 CF Diopter Split + 1/2 4.5 inch Drop tbd

1106454 CF Diopter Split + 1 4.5 inch Drop tbd

1106455 CF Diopter Split + 2 4.5 inch Drop tbd

1106456 CF Diopter Split + 3 4.5 inch Drop tbd


