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FHD 120P/100P

4:2:2 10bit
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XF705

CMOS sensor
Sensor Size 1.0 inch (3.2μm）

Effective Pixels approx. 8.29 million pixels

Lens

Magnification (35mm 
equivalent)

15x（UHD｜approx. 25.5mm-382.5mm)

ND filter 3 density

IS Optical + electronic correction, compatible with dynamic mode

Zoom 15x optical, 30x advanced zoom

Focus Dual Pixel CMOS AF, MF (compatible with Dual Pixel Focus Guide)

Infrared camera support Yes

LCD 4.0 inch (approx. 1.23 million dots)

EVF 0.46 inch (approx. 1.77 million dots) OLED Tilting

Gamma Normal 1-4/Wide DR (800%)/Canon Log 3, PQ, HLG

Recording format

Codec H.265/HEVC, H.264/AVC

MXF

Image compression format｜H.265/HEVC, H.264/AVC
3840 x 2160｜59.94p, 50.00p, 29.97p, 25.00p, 23.98p
1920 x 1080｜59.94p, 50.00p, 29.97p, 25.00p, 23.98p

59.94i, 50.00i (With firmware update｜for H.264), , 120p, 100p (S&F)

MP4
(Supported with firmware update)
1920 x 1080｜59.94p, 50.00p, 29.97p, 25.00p, 23.98p
1280 x 720  ｜59.94p

System frequency switch Yes

Audio
XF-HEVC/XF-AVC LPCM 48kHz/24bit/4ch
MP4 (FU)                   LPCM 48kHz/16bit/4ch, AAC 48kHz/16bit/2ch

S&F recording 0.2x  slow (120fps/1920x1080@29.97p) ※HDR（PQ/HLG）recording is not available 

Color sample/Bit depth 4:2:2 10bit (HEVC), 4:2:0 8bit

IP streaming
H.265/HEVC

3840 x 2160｜59.94p, 50.00p, 29.97p, 25.00p
1920 x 1080｜59.94p, 50.00p, 29.97p, 25.00p

H.264/AVC 1920 x 1080｜59.94i/50.00i

Recording Media SD card (UHS-I U3 support) x2

Professional Use 
Terminals

SDI 12G/6G/3G/HD-SDI (4K UHD/59.94p 4:2:2 10bit)

XLR x2 AES/EBU compatible

HDMI HDMI (4K UHD/59.94p 4:2:2 10bit)

Other specifications
Headphone, mic, USB (mini-B), Remote A, Remote B(RS422), Wi-FI, Ethernet terminal, 
GENLOCK/SYNC OUT, TIME CODE 

Battery BP-A30

External Dimensions (w x h x d)
approx. 7.5 x 8.3 x 15.1 in. / 191 x 210 x 383 ｍｍ
(Including lens hood, not including grip belt and eye cup)

Main unit weight approx. 5.9 lb /2,660 g (T.B.D) (including grip belt)



Format SD card recording SDI output (4:2:2 10bit) HDMI output (4:2:2 10bit)

XF-HEVC
(4:2:2 
10bit)

4K UHD

59.94p/50.00p

4K UHD 59.94p/50.00p 4K UHD 59.94p/50.00p

FHD
59.94p/50.00p, 
59.94i/50.00i

FHD
59.94p/50.00p, 
59.94i/50.00i

23.98p

4K UHD 23.98p 4K UHD 23.98p

FHD
23.98p

FHD
23.98p

59.94i 59.94i

29.97p/25.00p

4K UHD 29.97p/25.00p 4K UHD 29.97p/25.00p

FHD
29.97p/25.00p, 
59.94i/50.00i

FHD
29.97p/25.00p, 
59.94i/50.00i

FHD

59.94p/50.00p FHD
59.94p/50.00p, 
59.94i/50.00i

FHD
59.94p/50.00p, 
59.94i/50.00i

59.94i/50.00i FHD 59.94i/50.00i FHD 59.94i/50.00i

23.98p FHD
23.98p

FHD
23.98p

59.94i 59.94i

29.97p/25.00p FHD
29.97p/25.00p, 
59.94i/50.00i

FHD
29.97p/25.00p, 
59.94i/50.00i

120P/100P FHD
59.94p/50.00p, 
59.94i/50.00i

FHD
59.94p/50.00p, 
59.94i/50.00i

XF-AVC
(4:2:0 
8bit)

FHD

59.94p/50.00p FHD
59.94p/50.00p, 
59.94i/50.00i

FHD
59.94p/50.00p, 
59.94i/50.00i

23.98p FHD
23.98p

FHD
23.98p

59.94i 59.94i

29.97p/25.00p FHD

29.97p/25.00p

FHD

29.97p/25.00p

29.97p/25.00p, 
59.94i/50.00i

29.97p/25.00p, 
59.94i/50.00i

Recording and Output 


